MD 135 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION
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s — PLASTIC DRUMS
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T —— TEMPORARY CONCRETE BARRIER

< — TeMPORARY CRASH CUSHION (SAND FILLED PLASTIC DRUMS)
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PHASING NOTES:

t. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

<3 — DIRECTION OF TRAFFIC 2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURREMTLY.
12" NN — VIDEQO DETECTION ZONE 3. PHASING SHALL OPERATE A FOUR PHASE SEQUENTIAL OPERATION. ’ -
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7 mﬁl@ GENERAL NOTES ul (48w3-328)
' @ Y, n
%%%'% | 1. TRAFFIC SIGNAL SHALL REMAIN OPERATIONAL DURING RETAINING WALL G95-7(2)
gﬂ}.z REPAIRS. (APPROXIMATELY 3 MONTH DURATION) (48" x 60"
™ o |
5=
| EmG (48 a8 2. ALL TRAFFIC SIGNAL EQUIPMENT (STEEL POLES. WOOD POLES. FOUNDATIONS.
() X ETC.) SHALL BE REMOVED AFTER THE COMPLETION OF CONSTRUCTION. THE
- W20-4 CONTRACTOR SHALL NOTIFY SHA TO REMOVE THE POLE MOUNTED CABINET.
201 (48" x 48"
(48 < 48" Cao:5 MoDy 3. ALLEGHENY POWER FORCES TO PROVIDE OVERHEAD ELECTRICAL SERVICE
X TO PROPOSED MAST ARM POLE.
CONSTRUCTIDN DETA“..*S 4. MINIMUM LANE WIDTHS SHALL BE 11 FEET.
A. INSTALL 27 FT. STEEL POLE WITH A 38 FT MAST ARM. TRAFEIC S. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT FINAL SIDEWALK
[GNAL HEADS. PBLE MOUNT A : ‘ OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR
SINAL HEADS: FRLE MOUNTED CABIMET AND CONTROLLER. ELECTRICAL OPEN SECTIONS. TO MEET CLEARANCE AS SPECIFIED IN MD 816.03. MD 818,014

UTILITY SERVICE
GALVANIZED RISE
{ INSTALL 2-3 1IN
ELECTRICAL COND

B. INSTALL 50 FT.

R

-QUIPMENT 120/240 VOLTS. 60 AMPS. 1 IN.

FOR TELEPHONE SERVICE AND 3 IN. WEATHERHEAD.

SCHEDULE 80. S0 DEGREE POLYVINYL CHLORIDE
UIT BENDS).

CLASS Il wOOD POLE.

MD 818.02, MD 818.04.

THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES
PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
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AERIAL CABLE

H. INSTALL 24 IN.
J. INSTALL 3 IN.
K. INSTALL 1 IN.

L

SCHEDULE 80,

WHITE REMOVABLE PREFORMED PAVEMENT MARKING.
POLYVINYL CHLORIDE ELECTRICAL CONDU!IT - TRENCHED.

QUID~-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR
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C. INSTALL HANDHOLE, 209 . 318"
D. INSTALL3g IN. SPAN WIRE WITH ELECTRICAL CABLES. - o
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&5 CONSTRUCTION DETAILS CONT 2
O LS CONT. o EXISTING SIGN TO BE
s E. INSTALL 6 FT. x 30 FT. (3-6-3 WINDING) QUADRUPOLE TYPE LOQP o = COVERED DURING
DETECTOR ENCASED INlsg IN. FLEXIBLE TUBING. RI0-6a CONSTRUCTION RETAINNG WALL
F. INSTALL W3-3 SIGN (48 IN. x 48 IN.) WITH “TEMP” PANEL (30 IN. x 30 IN.) (36% x 24% BE REPAIRED
ON TWO 4 IN. x|6 IN. WOOD SIGN SUPPORTS. THE COST OF THE 4 IN. x & IN.
WOOD SIGN SUPPORTS WILL NOT BE MEASURED BUT WILL BE INCIDENTAL TO THE
SQUARE FOOT COS$T FOR TEMPORARY TRAFFIC SIGNS.
G. INSTALL 8 IN. REMOVABLE PATTERNED BLACK LINE MASK TAPE FOR MAINTENANCE TSP-1
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ETOP L INE T NEER . | VISIO
INEE PROVAL MARYLAND DOT - STATE HIGHWAY ADMINISTRATION

- Office of Traffic & Safety
RAFFIC ENGINEERING DESIGN DIVISION
TEMPORARY TRAFFIC SIGNAL PLAN

I " CHIEF, THFIC ENGINEERING DESIGN DIVISION

ELECTRICAL : WIRE SLEEVE) ¥ .
TELEPHONE v L. INSTALL R10-6a|SIGN (36 IN. x 24 IN.) MOUNTED ON ONE 4 IN. x 4 IN. WOOD Whitman. Requardt
GAS G SIGN SUPPORT. THE COST OF THE 4 IN. x 4 IN. WOOD SIGN SUPPORT WILL NOT and Associates. LLP |
SEWER | 55 BE MEASURED BUT|WILL BE INCIDENTAL TO THE SQUARE FOOT COST FOR TEMPORARY 801 South Caroline Street
[ STORM DRAIN s TRAFFIC SIGNS. B0l+imore. Maryland 21531
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